1 MICROCOM

CORPORATION

application receipt receipt/ticket/tag linerless bag tags receipt/ticket/tag label/ticket/tag ticket/tag/label receipt/ticket

usb + ethernet + serial

P usb + ethernet + serial
bluetooth + wi-fi

communication usb usb + ethernet usb + ethernet usb + ethernet usb + ethernet + serial

1.9"-3.24" I'=225 2-3.25 1.5"-4.575" 1"-4.375" 1 8.5

aper width
Pap (48mm-82.5mm)] [25.4mm-58mm) (25.4mm-58mm) (50.8mm-82.5mm] (38.1mm-111mm] (25.4mm-111mm) (letter/A4)

6" /second 8" /second 8" /second 8" /second 8" /second 8" /second 4" /second

int d
LR 2REE (150mm /second] (203mm /second) [203mm /second)] [203mm /second] [203mm /second] [203mm /second] (100mm /second]

% 8" high torque 8" 8" high torque 8" 8" 8"

paper roll OD (150mm) (203mm high torque) (203mm) (203mm high torque] (203mm] (203mm] (203mm)]

1,000,000™ 1,000,000™* 1,000,000™* 1,000,000™ 1,000,000™* 1,000,000 1,000,000™

TElme ROniead.  foadamnnar]E (25,400,000mm]* (25,400,000mm)* 25,400,000mm)*  (25,400,000mm)* (25,400,000mm]* (25,400,000mm]*

temperature: 5°-45° C temperature: 5°-35° C temperature: 5°-35° C temperature: 5°-35° C temperature: 5°-35° C temperature: 5°-35° C temperature: 5°-45° C

operating conditions
P 9 100-264VAC,2.8A 90-240VAC,3.5/1.5A 00-264VAC,3.5/1.5A 90-264VAC,3.5/1.5A 90-264VAC,3.5/1.5A 00-264VAC,3.5/1.5A 100-264VAC,2.8A

([in) 3(H) 4.56(W) 5.74(D) 2.8(H) 3.95(W] 5(D]) 3.45(H) 3.95(W] 5(D] 2.8(H) 4.85(wW] 5(D) 5.7(H) 6.9(W) 5.5(D) 5.7(H) 6.9(W) 5.5(D) 3.8[H) 11.6(wW] 8.3(D])
[mm] 76.7(H) 116(W) 146.8(D) 71[H) 100(wW) 127(D) 87.6(H) 100(W) 127(D) 71(H) 119(w] 127(D) 148(H) 175(W] 140(D) 148(H) 175(W] 140(D)  97(H) 294(W] 212(D)

*with microcom approved media **available in low torque t with wristband option

dimensions



